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MAJOR BUILDING
SECTION

Al J MAJOR BUILDING  \ Al / DETAIL VIEW

ELEVATION VIEW

PROJECT DESCRIPTION

THE OWNER WISHES TO ENCLOSE A PORTION OF THE EXISTING PORCH FOR A LAUNDRY
AREA. POWER, PLUMBING, AND, VENTILATION IS PROVIDED. THE WALLS, CEILING AND
FLOORING ARE TO BE INSULATED.
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IV 15 PLUMBING SPECS

ALL NEW WORK SHALL CONFORM TO CURRENT OHIO BUILDING CODE, NATIONAL
PLUMBING CODE, OHIO SANITARY CODE, COUNTY BOARD OF HEALTH REGULATIONS,
ANY OTHER APPLICABLE CODES OR REQUIREMENTS. THE PLUMBING CONTRACTOR
SHALL VERIFY ALL EXISTING UTILITIES, ACQUIRE AND PAY FOR ALL PERMITS,
CERTIFICATES AND INSPECTIONS, AND PERFORM ALL WORK RELATED TO GAS, WATER
AND SEWER UTILITIES. REVIEW PERMIT FEE COSTS WITH ARCHITECT FOR APPROVAL.
COORDINATE ALL WORK WITH OTHER TRADES THROUGH THE GENERAL CONTRACTOR,
ARCHITECT AND OWNER. NOTIFY THE ARCHITECT OF ALL MODIFICATIONS TO THE WORK
THAT VARIES FROM THE DRAWINGS. UNDUE INSTALLATION COSTS SHALL NOT BE
APPROVED DUE TO THE LACK OF WORK COORDINATION WITH THE RELATED TRADES.
PROVIDE STEEL SLEEVES WHERE PIPE PENETRATES MASONRY AND CONCRETE. PACK
SLEEVES AT COMPLETION OF WORK TO SEAL ALL GAPES. COPPER PIPING
PENETRATING POURED-IN-PLACE CONCRETE SHALL BE WRAPPED WITH ARMAFLEX AT
ALL PENETRATIONS.

PLUMBING FIXTURES, EQUIPMENT AND ACCESSORIES SHOWN ON THE DRAWINGS SHALL
BE AS DESCRIBED IN THE PLUMBING FIXTURE SCHEDULE.

ALL FLOOR DRAINS SHALL BE SET 174" BELOWN FLOOR LEVEL. INSTALL METAL PAN
UNDER FINISH FLOOR 12" AROUND FLOOR DRAIN AND SEAL ALL JOINTS.

ALL HOT AND COLD WATER SUPPLY LINES SHALL BE RUN CONCEALED IN CHASES,
CEILINGS OR WALLS EXCEPT AS SPECIFICALLY NOTED AS EXPOSED PIPING. SUPPLY
PIPING SHALL NOT BE RUN IN AN EXTERIOR WALL, OR ON THE SURFACE OF AN
EXTERIOR WALL, OR THROUGH AN UNHEATED SPACE. SEE PLANS FOR ADDITIONAL
NOTES.

PROVIDE UNIONS AND AN UPSTREAM SHUT-OFF VALVE AT PUMPS, WATER HEATERS,
WATER METER, AND OTHER EQUIPMENT TO FACILITATE MAINTENANCE, REPLACEMENT,
OR REMOVAL.

PROVIDE DIELECTRIC UNION ON ALL WATER HEATER CONNECTIONS. FINAL CONNECTIONS
TO FAUCETS SHALL BE WITH A UNION OR COMPRESSION FITTING. ALL WATER CLOSETS
SHALL BE PROVIDED WITH A STOP.

WATER PIPING SHALL BE SECURED TIGHTLY IN ALL LOCATIONS TO PREVENT
RATTLING. IF PRESSURE IS EXCESSIVE, PROVIDE DEAD END AIR CHAMBERS ABOVE
FIXTURES TO ACT AS AN AIR HAMMER.

. PROVIDE TRAP PRIMERS WHERE REQUIRED BY CODE AND/OR LOCAL GOVERNING

AUTHORITIES.

REVIEW ALL ITEMS OF EQUIPMENT SUPPLIED BY OTHERS (IE. KITCHEN, LAUNDRY,
BATHING, ETC.) TO DETERMINE EXACTLY WHAT IS BEING SUPPLIED AND WHAT
HOOK-UP AND ACCESSORIES ARE REQUIRED. IT SHALL BE THE RESPONSIBILITY OF
THE PLUMBER TO PROVIDE ALL LABOR AND ACCESSORIES (IE. VACCUME BREAKERS,
BACK FLOW PREVENTERS, PRESSURE REDUCERS, UNIONS, STOPS, TRAPS, ETC.)
NEEDED FOR A COMPLETE INSTALLATION BUT NOT SUPPLIED WITH THE EQUIPMENT.
ANY AREAS IN QUESTION SHALL BE REVIEWED WITH THE GENERAL CONTRACTOR
AND/OR THE ARCHITECT FOR CLARIFICATION.

. PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING THE GAS SERVICE.

ALL PIPING, GAS TRAINS, VALVES, ETC., SHALL BE INSTALLED IN ACCORDANCE WITH
AGA STANDARDS, NFPA 54 AND GAS COMPANY PRACTICES.

. PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING A PIPE ROUTE AND

PIPE SIZE FOR THE SERVICE SUPPLY LINE TO ALL GAS FIRED EQUIPMENT FROM THE
METER INSTALLATIONS WHERE SHOWN ON THE DRAWINGS. ALL SERVICE LINES SHALL
BE INSTALLED AND CONCEALED EXCEPT WHERE NECESSARY EQUIPMENT CONNECTIONS
ARE MADE.

ALL PLUMBING TO BE IN ACCORDANCE WITH OBC AND NATIONAL PLUMBING CODE

. ALL PIPING IN RETURN AIR PLENUM TO BE CAST IRON.

ALL FIXTURES TO BE ISOLATED WITH SHUT OFF VALVES. ALL VALVES TO BE
ACCESSIBLE.

DIV 1 GENERAL ARCHITECTURAL SPEC

0.

GENERAL ARCHITECTURAL NOTES

THE STRUCTURE |S DESIGNED TO BE SELF-SUPPORTING AND STABLE AFTER THE BUILDING IS FULLY
COMPLETED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE AND
SEQUENCING THAT WILL COORDINATE WITH THE OWNER'S REQUIREMENTS AND ENSURE THE SAFETY OF THE
BUILDING AND ITS COMPONENT PARTS DURING CONSTRUCTION. THIS INCLUDES THE ADDITION OF
WHATEVER SHORING, SHEATHING, TEMPORARY BRACING, GUYS, OR TIE-DOWNS WHICH MIGHT BE
NECESSARY.

DETAILS SHOWN ON THE ARCHITECTURAL DRAWINGS ARE PART OF THE STRUCTURAL REQUIREMENTS.

ALL CONNECTIONS TO DEVELOP THE FULL STRENGTH OF THE FRAMING MEMBERS UNLESS OTHERWISE
APPROVED.

THE ARCHITECT'S RESPONSIBILITY IS LIMITED TO THE ITEMS SHOWN ON THE DRAWINGS. OBTAIN THE
ARCHITECT'S SPECIFIC APPROVAL PRIOR TO DEVIATING FROM THE DRAWINGS. FOLLOW THE BEST TRADE
AND ENGINEERING PRACTICES FOR THE ITEMS NOT SPECIFICALLY DETAILED AND INDICATED.

PROVIDE LINTELS OF ADEQUATE SIZE FOR ANY OPENINGS NOT SPECIFICALLY NOTED.

THE FOUNDATIONS AND FOUNDATION WALLS ARE DESIGNED FOR NORMAL STABLE SUBSOIL CONDITIONS AT
1500 LB/SF BEARING PRESSURE. VERIFY SOIL BEARING PRESSURE AND SUBSOIL CONDITIONS. NOTIFY
THE ARCHITECT IMMEDIATELY IF CONDITIONS LESS THAN STATED ARE ENCOUNTERED.

THE GENERAL CONTRACTOR SHALL COMPLY WITH ALL BUILDING CODE REQUIREMENTS OF THE LOCAL AND
STATE GOVERNING AUTHORITY, AND SHALL OBTAIN AND PAY FOR ALL REQUIRED PERMITS, FEES, AND
INSPECTIONS. ANY PERMITS REQUIRED FOR PLUMBING, HEATING, OR ELECTRICAL SHALL BE PAID BY THE
RESPECTIVE SUBCONTRACTOR BUT INCLUDED IN TOTAL COST OF CONSTRUCTION.

THE CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIMSELF WITH THE EXISTING SITE CONDITIONS
AND THE PROPOSED BUILDING AND/OR EXISTING STRUCTURE.

ANY INFERIOR OR VARYING STRUCTURAL CONDITION DISCOVERED DURING ANY REQUIRED DEMOLITION, NOT
PREVIOUSLY KNOWN, 1S TO BE BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR VERIFICATION AND
REVIEW SO THAT REPAIRS OR PLAN MODIFICATIONS CAN BE IMPLEMENTED IF NEEDED.

REPAIR ANY EXISTING SURFACES/FINISHES DAMAGED DURING CONSTRUCTION TO EQUAL OR BETTER
CONDITION.

DDP and
ASSOCIATES
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IV 15 HVAC SPECS

THE HVAC CONTRACTOR WILL BE RESPONSIBLE FOR BALANCING THE SYSTEM AFTER
INSTALLATION, AND UPON TURNOVER TO THE OWNER, SHALL REMOVE, CLEAN, OR
REPLACE WASHABLE FILTERS IN ALL EQUIPMENT. ALL PRODUCT LITERATURE, OWNERS
MANUALS, GUARANTEES AND WARRANTIES SHALL BE GIVEN TO THE OWNER. ALL WORK
SHALL CONFORM TO OBC CODE REQUIREMENTS.

ISOLATION SLEEVES SHALL BE PROVIDED BETWEEN SUPPLY AIR AND RETURN AIR DUCT
CONNECTIONS TO BLOWER-COIL UNITS. BLOWER-COILS SHALL BE SET ON RUBBER
VIBRATION ISOLATION PADS PREVENT VIBRATION TRANSMISSION TO THE REMAINDER OF
THE BUILDING WHEN REQUIRED BY CODE AND/OR MANUFACTURER.

ALL SEAMS IN DUCTS SHALL BE TAPED AFTER MECHANICAL CONNECTIONS ARE MADE.
ALL EXTERIOR WALL LOUVERS, GRILLS, AND ROOF JACKS SHALL BE PAINTED TO
MATCH ADJACENT MATERIALS AND HAVE SCREENS, AND BACK DRAFT DAMPERS WHEN
CONDITIONS DICTATE AND/OR AS NOTED OTHERWISE.

LOCATE THERMOSTATS WHERE SHOWN ON DRAWINGS. MOUNT AT 54" AFF WITH
CONCEALED WIRING UNLESS NOTED OTHERWISE.

ELECTRICAL SPECIFICATIONS FOR ALL EQUIPMENT SHALL BE PROVIDED TO THE
ELECTRICAL CONTRACTOR IN A TIMELY MANNER SO THAT PRE-WIRING AND HOOK-UPS
MAY BE MADE WITHOUT DELAYING THE PROGRESS OF THE JOB.

ALL PAD-MOUNTED CONDENSERS SHALL BE MOUNTED OFF THE GROUND AND AWAY
FROM ALL OBSTRUCTIONS IN STRICT ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS ON CONCRETE PADS. NO CONDENSERS SHALL BE MOUNTED IN THE
PATH OF A SIDEWALK OR DOOCR.

ALL DUCTWORK ABOVE THE CEILING OR IN UNHEATED SPACES SHALL BE INSULATED
WITH A MINIMUM OF 1" FOIL FACED INSULATION, OR DUCTS MAY BE CONSTRUCTED OF
'DUCT BOARD' TO THE EQUIVALENT SIZE. SEE DRAWINGS FOR ADDITIONAL INFORMATION.
DUCT ALL EXHAUST FANS TO RIDGE VENT OR SOFFIT VENT. INSTALL MAKEUP AIR TO
THE RETURN AIR PLENUMS AS PER CODE.

. VENTS SHALL BE MINIMUM &" CLASS 'B' TYPE FOR COMBINATION FURNACE AND WATER

HEATER, AND 4" FOR FURNACE ONLY INSTALLATION. PROVIDE APPROVED THIMBLE AT
CEILING, INSULATION, AND ROOF PENETRATIONS. DUCT ALL EXHAUST FANS TO RIDGE
VENT, SOFFIT VENT, OR SIDEWALL AS REQUIRED. INSTALL COMBUSTION AND RELIEF
AIR VENTS TO THE MECHANICAL AREA. INSTALL MAKEUP AIR TO THE RETURN AIR
PLENUMS. IN GENERAL, VENTING AND MAKE-UP AIR IS TO BE PER MANUFACTURER'S
REQUIREMENTS AND OBC.

COORDINATE ALL WORK WITH OTHER TRADES THROUGH THE GENERAL CONTRACTOR,
ARCHITECT AND OWNER. NOTIFY THE ARCHITECT OF ALL MODIFICATIONS TO THE WORK
THAT VARIES FROM THE DRAWINGS. UNDUE INSTALLATION COSTS SHALL NOT BE
APPROVED DUE TO A LACK OF WORK COORDINATION WITH THE RELATED TRADES.

DIV o WOOD FRAMING SPEC

THE FRAMING NOTES ARE INTENDED TO AUGMENT THE DRAWINGS AND SPECIFICATIONS, SHOULD A
CONFLICT EXIST AMONG THE DRAWINGS, SPECIFICATIONS, AND GENERAL FRAMING NOTES, THE MOST
RESTRICTIVE PROVISION SHALL GOVERN. CONTACT THE ARCHITECT FOR A WRITTEN CLARIFICATION.

SEE ALL PLANS, FRAMING DETAILS, WALL SECTIONS, FOUNDATION DETAILS, AND ARCHITECTURAL DETAILS
FOR A DETAILED EXPLANATION OF THE STRUCTURE.

MAKE ALL CUTS TRUE AND SQUARE FOR FULL BEARING AT STRUCTURAL JOINTS. CONNECT ALL FRAMING
SECURELY TOGETHER WITH NAILS, SPIKES, SCREWS, OR APPROVED FRAMING CONNECTORS AS NOTED.
ALSO, INSTALL ANY ADDITIONAL CONNECTORS IF REQUIRED BY THE LOCAL OFFICIAL.

SILL PLATES IN CONTACT WITH FOUNDATION WALL SHALL BE PRESSURE TREATED MATERIAL SUITABLE
FOR THIS APPLICATION. ALL SILL PLATES MUST BE TRUE AND LEVEL UPON INSTALLATION. GROUT
SOLID BELOW SILL PLATES INSTALLED ON AN OUT OF LEVEL FOUNDATION OR IRREGULAR SURFACE.

WALL STUDS SHALL BE NO. 2 SOUTHERN PINE, OR BETTER. ALL OPENINGS SHALL BE FRAMED WITH
DOUBLE 2 X BY STUDS WITH JAMBS SET VERTICAL AND PLUMB. TOP PLATES OF ALL EXTERIOR WALLS
AND BEARING PARTITIONS SHALL BE DOUBLED. END STUDS, WHERE A WALL TERMINATES INTO A
MASONRY WALL, MUST BE ANCHORED TO THE MASONRY BY MEANS OF CASE-HARDENED NAILS, POWER
DRIVEN FASTENERS, OR APPROVED EQUAL.

BEAMS AND HEADERS SHALL BE CONSTRUCTED ACCORDING TO THE DRAWINGS. ALL PLYWOOD SPECIFIED
IN THE SCHEDULE SHALL BE CONTINUOUS AND UNBROKEN FOR THE ENTIRE LENGTH OF THE BEAM OR
HEADER, AND SHALL BE GLUED AND NAILED TO THE OTHER MEMBERS.

BEAM AND HEADER BEARING AREA AND COLUMNS: BEAMS AND HEADERS SHALL HAVE SOLID WALL STUDS
UNDER EACH BEARING POINT. THIS SOLID BEARING MATERIAL SHALL BE CONTINUOUS FROM THE HEADER
DOWN TO THE FOUNDATION. SOLID BEARING SHALL BE FOR THE FULL WIDTH OF THE BEAM AND SHALL
BEAR ON THE FULL WIDTH OF THE SIDEWALL OR COLUMN BELOW SEE THE COLUMN SCHEDULE FOR BEAMS
THAT REQUIRE SPECIAL OR INCREASED BEARING.

WOOD BEAMS AND HEADERS SHALL BE NO. 2 SOUTHERN PINE, AND SHALL MEET THE STANDARD GRADING
RULES OF THE SOUTHERN PINE INSPECTION BUREAU. EACH PIECE OF LUMBER SHALL HAVE A STAMP
SHOWING MILL.

L.V.L. BEAMS AND HEADERS SHALL BE THE SIZES AS NOTED ON THE BEAM SCHEDULE.

. ROOF SHEATHING SHALL BE INSTALLED WITH "H" CLIPS AND THE LONG SIDE SHALL ALWAYS RUN

PERPENDICULAR TO THE FRAMING MEMBERS. ROOF SHEATHING SHALL NOT BE INSTALLED IN AREAS THAT
WILL HAVE A ROOF STRUCTURE BUILT ON TOP OF IT, AS THIS WILL IMPACT ATTIC VENTILATION,

. BRIDGING SHALL BE SOLID AND OF THE SAME DIMENSIONS AS THE FRAMING MEMBERS. INSTALL AT MID

SPAN OF ALL CONTINUOUS WITH SPANS GREATER THAN 8'-0" U.N.O.

. WIND-BRACING SHALL BE WOOD LET-IN TYPE OR PLYWOOD OF THE SAME THICKNESS AS THE INSULATED

SHEATHING IF LET-IN BRACING CANNOT BE PRACTICED, ADEQUATELY INSTALLED U.N.O.

. STEEL BEAMS AND COLUMNS SHALL BE ASTM A36 CARBON STEEL. STRESS GRADE VALUE SHALL BE

F(Y) = 36,000 PSI. ALL STEEL SHALL MEET ASTM STANDARDS.

. DRAFT STOPPING AND FIRE STOPPING SHALL BE INSTALLED AS REQUIRED BY THE LATEST OBC.
. THE FRAMING CONTRACTOR SHALL REVIEW THE SITE, FIRE SUPPRESSION, HVAC, AND ELECTRICAL

DRAWINGS TO DETERMINE IF THERE WILL BE ANY CONFLICTS BETWEEN THE WORK OF EACH TRADE. ALL
AREAS OF CONFLICT SHALL BE WORKED OUT BEFORE THE INSTALLATION BEGINS. ANY WORK INSTALLED
WITHOUT COORDINATION THAT RESULTS IN A CONFLICT, SHALL BE REMOVED IF THE SITUATION IS
UNWORKABLE FOR THE OTHER TRADES.

. ALL FRAMING SHALL CONFORM TO THE LATEST OBC, CHAPTER 23 AND ALL APPLICABLE LOCAL CODES.

DIV 7 INSULATION SPEC

A 0N

THERMAL AND MOISTURE PROTECTION
INSULATION

PERIMETER FOUNDATION INSULATION IS TO BE 1" THICK EXTRUDED POLYSTYRENE PLASTIC BOARD
INSULATION. "STYROFOAM'" OR "FOAMULAR" WITH A MINIMUM K VALUE OF 0.30.
WALL INSULATION TO BE UNFACED FLEXIBLE FIBERGLASS BATTS, MINIMUM R-15 AND AS NOTED ON THE

PLANS.

CEILING INSULATION TO BE BY OWENS CORNING OR APPROVED EQUAL, MINIMUM R-38& BATTS AND/OR
BLOWN-=IN INSULATION.

INSULATING WALL SHEATHING - GLASS REINFORCED POLYISOCYANURATE FOAM PLASTIC WITH FOIL FACES,
NOMINAL %" THICK, WITH VAPOR RETARDANT COATING ON EXTERIOR SURFACE. "THERMAX" BY CELOTEX
CORP. OR APPROVED EQUAL IF REQUIRED.

VAPOR BARRIER AT WALLS AND/OR FLOOR/SLAB/GRAVEL AREAS TO BE POLYETHELENE PLASTIC SHEET, 6
MILL MINIMUM THICKNESS. LAP ALL SPLICES MINIMUM 16",

D

1.

IV 16 ELECTRICAL SPECS

IT SHALL BE THE ELECTRICAL CONTRACTOR'S SOLE RESPONSIBILITY TO ENSURE
THAT ALL WORK CONFORMS TO THE NATIONAL ELECTRIC CODE, CURRENT EDITION.
ALL BIDS SHALL BE FOR A FINISHED JOB THAT FULLY CONFORMS TO CODE.

. WHEN THERE IS AN EXISTING SERVICE, THE CONTRACTOR SHALL NOTIFY THE

ARCHITECT IF THE EXISTING CONDITIONS DIFFER FROM SHOWN, TO ENSURE
TABULATED LOAD FOR ALL NEW WORK CAN BE SERVICED BY THE EXISTING PANELS
AND RELATED SERVICE EQUIPMENT. THE ELECTRICAL CONTRACTOR SHALL SUPPLY
AND INSTALL ALL EQUIPMENT, FIXTURES, JUNCTION BOXES, OUTLETS, SWITCHES
AND WIRING REQUIRED FOR A COMPLETE INSTALLATION.

. THE ELECTRICAL CONTRACTOR SHALL INSTALL SERVICE TO ALL NEW EQUIPMENT

ONLY FROM APPROVED SHOP DRAWINGS OF SUCH EQUIPMENT, WHICH SHOWS AND
DIMENSIONS ALL CONNECTION POINTS.

. ALL WIRE SHALL BE COPPER. FEEDER WIRE AND CONDUIT FROM METER TO POWER

PANEL MAY BE CHANGED TO ALUMINUM IF SIZED IN ACCORDANCE WITH NEC AND
APPROVED BY THE BUILDING OFFICIAL.

. WIRING RUN THROUGH MASONRY SHALL BE INSTALLED IN CONDUIT.
. THE ELECTRICAL CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS NOT

SUPPLIED BY THE TELEPHONE COMPANY, BUT REQUIRED FOR A COMPLETE
INSTALLATION.

. ALL LIGHT FIXTURES SHALL BE AS DESCRIBED ON THE SCHEDULE.
. THE ELECTRICAL CONTRACTOR SHALL TEST ALL WIRING FOR CONTINUITY AND

GROUND BEFORE FIXTURE INSTALLATION, AND SHALL TEST THE ENTIRE SYSTEM
UPON COMPLETION TO ENSURE THE ABSENCE OF SHORT CIRCUITS AND GROUNDS.

IT SHALL BE THE ELECTRICAL CONTRACTOR'S SOLE RESPONSIBILITY TO PROVIDE
ALL OVER CURRENT, THERMAL AND SHORT CIRCUIT PROTECTION REQUIRED FOR ALL
EQUIPMENT AS NECESSARY TO COMPLY WITH THE NEC. THIS SHALL BE REQUIRED
WHETHER SHOWN ON THE DRAWINGS OR NOT.

. TYPE AC AND TYPE MC CABLE MAY BE INSTALLED IN WALLS AND ABOVE DROP

CEILINGS PROVIDED ALL WORK COMPLIES WITH ALL LOCAL, STATE AND NEC
REQUIREMENTS.

DIV 49 FINISH SPEC

1.

INTERIOR FINISHES

GYPSUM WALL BOARD IS TO MEET THE RECOMMENDATIONS AND REQUIREMENTS PUBLISHED BY UNITED
STATES GYPSUM IN SYSTEM FOLDER SA-924 FOR WOOD FRAMING. GYPSUM BOARD PRODUCTS SHALL BE
AS MANUFACTURED BY UNITED STATES GYPSUM. APPROVED EQUALS BY NATIONAL, FLITKOTE, AND
GEORGIA PACIFIC.

ALL DRYWALL SHALL BE %'. DRYWALL FOR ALL "WET" OR "MOISTURE" AREAS SHALL BE %'WR (WATER
RESISTANT) CORNER BEAD SHALL BE DUR-A-BEAD CORNER REINFORCEMENT OR APPROVED EQUAL. JOINT
TREATMENT SHALL BE PERF-F-TAPE JOINT SYSTEM.

ALL SCREW FASTENERS, ADHESIVE, ETC. SHALL BE AS RECOMMENDED BY THE MANUFACTURER FOR THE
INSTALLATION REQUIRED. NAIL FASTENING SHALL NOT BE USED EXCEPT IN POSITIONING PANELS.
INSTALLATION AND APPLICATION OF ALL DRYWALL MATERIALS SHALL BE IN ACCORDANCE WITH THE
LATEST PRINTED INSTRUCTIONS OF THE MANUFACTURER.

FLAMESPREAD

PAINT USED IN ALL SPACES SHALL MEET OR EXCEED RATING: FLAME SPREAD RATE E 84-79 a FUEL

CONTRIBUTION 5 SMOKE DENSITY.

VINYL COMPOSITION TILE FLOORING PAINT SHALL MEET OR EXCEED RATING: ASTM F 1066 COMP. |, CLASS

2 CRITICAL RADIANT HEAT ASTM E 648.

COMMERCIAL CARPET SHALL MEET OR EXCEED RATING: ASTM E 648-88 FLAMMABILITY: CLASS |,

iXC_:rEEDS 4485 WATTS PER CM2 SMOKE DENSITY: NBS SMOKE DENSITY CHAMBER (NFP-258) LESS THAN 450
STM E 648-88.
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v

(| coDED NOTES:

@ SINGLE POLE SWITCH AT 48" AFF TO BOTTOM, TAP INTO EXISTING
CIRCUITS

@ RECESSED CAN CEILING LIGHT RATED FOR CONTACT WITH
INSULATION. VERIFY STYLE AND LOCATION WITH CLIENT

@ 220V OUTLET FOR DRYER USE ON 30/2 POLE BREAKER MIN,
CONFIRM WITH EQUIPMENT

(| CODED NOTES: |

0

TAP INTO EXISTING SUPPLY LINES, USE 1/2" LINE FEED UP THROUGHI
WALL TO WASHER BOX. USE EXISTING SANITARY LINE AND RUN 2"
DRAIN FROM WASHER BOX, TIE INTO EXISTING SANITARY STACK/
BUILDING DRAIN

2“
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Lol
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D
o —
. i o
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NOTES: NOTES:
_ELECTRICAL PLAN PLUMBING PLAN
SCALE: 3/8'=1'-0" SCALE: 3/8"=1'-0"
(| coDED NOTES: | cCoDED NOTES:
@ DRYER TO USE A 4' VENT AT EXTERIOR WALL. MUST INCLUDED @ NEW 2x4 WOOD STUD WALL, STUDS TO BE AT 16" O.C. INSULATED
INSECT SCREEN AND BACK DRAFT DAMPENER TO R-13 WITH 1/2" G.W.B. INSIDE. 172" PLYWOOD SHEATHING WITH
@ 4" SUPPLY TO TIE INTO EXISTING DUCT WORK/TRUNK LINE SIDING TO MATCH EXISTING
@ EXISTING HOUSE
@ NEW 3'-0"x6'-8" HOLLOW CORE DOOR, WITH 1 1/2 PAIR BUTT HINGES,
UNDERCUT 1", PASSAGE LOCKSET
@ NEW 28"x4l 172" WINDOW, MATCH EXISTING
| @ PROVIDE UNDERLAYMENT, 1/2" VINYL FLOORING VERIFY SELECTION
WITH CLIENT. R-19 BATT INSULATION AT FLOOR JOIST
@ 1/2" DRYWALL CEILING WITH R-38 BATT INSULATION. VERIFY PAINT
COLOR WITH CLIENT
I &
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HVAC PLAN CONSTRUCTION PLAN
SCALE: 3/8'=1-0" SCALE: 3/8'=1-0"
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EXISTING ROOF AND BUILDING

EXISTING PRE-FINISHED ALUMINUM GUTTER AND DOWNSPOUT.

EXISTING FASCIA BOARD WITH PRE-FINISHED ALUMINUM WRAP (TYP. OF ALL
FASCIA'S)

ENCLOSE A PORTION OF THE EXISTING PORCH TO CREATE A NEW LAUNDRY ROOM.
SIDING TO MATCH EXISTING

EXISTING VINYL SIDING
EXISTING PORCH

NEW WINDOW TO MATCH EXISTING, SEE PLANS FOR ADDITIONAL INFORMATION

NEWN DRYER VENT
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